


cO 

AMDAHL 

Millennium 
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500E Models 


V High performance for the most 
demanding data sharing 
environments 

y Availability that keeps up with 
outstanding performance 

V Flexibility that puts the customer in 
charge 

V S/390 compatibility with innovation 

V Easy upgrade in place to 700 Series 


Specifications 


Advanced technology and design 


Amdahl Coupling Control Code™ 
Coupling connectivity 

Coupling link support 
System on a beard 
Quick Availability™ 

ConServ™ (condiment service) 
Multiple Domain feature™ 

1C technology 

Leo/el 1 cache (high-speed buffer} 
Level 2 cache 


Parallel Sysplex coupling facility functional ily 
Tc 5995 M processors. Millennium Global Servers, and 
other Parallel Sysplex capable processors 
1 KM multi-mode 50 micron, 3-KM single-mode 9 micron 
CPUs, memory, I/O processors 
Dynamic: GuickSwitch™ 

GuickMemory™ QuickGapacity™, QuickChamels™ 
Firmwa/e, coupling links, and fans 
10 domains 

.35-micron complementary metal oxide semiconductor (CMOS} 
256 KB per CPU, spilt equally between instructions and data 
SMB per CPU, up to 56 MB shared 


Physical characteri stics 



Minimum 

Configuration 

(CS535E: 512 MB, ZCoutlsrig Linfcaj 

Maximum 

(CSH5E: £ SB, 32 Coupling links) 

Floor space without 

16.1 fP 

16,1 ft 2 

service clearance 

15 m^ 

If m? 

Floor space with 

43.0 fP 

43.0 ft 2 

service clearance 

4.0 m2 

4.0 m2 

Approximate weight 

2,200 lh 

2,200 lb 


1,000 kg 

1,000 kg 

Approximate power 

2.4 kVA 

3.5 kVA 

retirements 
(50/60 Hz; 200-240 Vac, 
500-415 Vac; 3 phase) 

Approximate heat dissipation 

s.,3 mum 

12.1 kBTUv'hr 

Tempe’atiire requirements" 

raised floor 

5QTF-90"F 

itfc-src 


non-raised floor 

50TF-85'F 
16" C - 29" C 


Humidity requirements 

20% - 80% 



Models 


CS535E 

CS545E 

CS555E 

CS565E 

CS575E 

CS585E 

Configuration options 

3 CPUs 

4 CPUs 

5 CPUs 

6 CPUs 

7 CPUS 

8 CPUs 


Min Max Configuration 

Memory 

512 MB 0 GB 512 MB, 1GB, 1,5 GB, 2 GB, 

2.5 GB, 3 GB, 6 GB. 8 GB 

Coapi ng Links 

2 32 Increments 

Upgrade paths 

From 

To 

CS535E 

CS545E, 555E, 565E, 575 E. 5B5E 

CS545E 

CS555E. 565E.575E, 585E 

CS555E 

CS565E, 575E, 585E 

CS565F 

CG575E, 585E 

CS575E 

CS585E 

Conversion paths to Millennium Global Servers 

From 

To 

GS535E 

GS545E 1 555E, 565E.575E, 585E 

CSB45E 

GS555E. 565 E. 575E, 5S5E 

CS555E 

GS565E.575E, 505E 

C3565E 

GS575E, 505E 

CS575E 

GE565E 

CS585E 

- 


' At altitudes above 5,000 II (I : S2S m), lower ihe maifimum underfloor and room temps rati re 
3.6" r lor every 1,000 fl (2*Ctor every 305 m). up to 7,000- ft (2,135 m). For trig her all lodes, 
consult an Amdahl reprsssritaEive. 


Specifications 


<p 

AMDAHL 


System organization* 



To 

HMC 


Worldwide Headquarters 

Amdahl Corporation 
1250 East Arques Avenue 
Sunnyvale, CA 94088-3470 
United States of America 
Tel: (408) 746 6000 
Fax: (408) 746 3243 
Internet: 

http : //www. a md a h [ . com 

North America 
United States of America 

Tel: (800) 223 2215 
Fax: (800) 452 3509 

Canada 

Tel: (416)510 3111 
Fax: (416) 510 3353 

Europe 

(covering Austria, Belgium, Denmark, 
France, Germany, Ireland, Italy, 
Luxembourg, Netherlands, Norway, 
Portugal, Spain, Sweden, Switzerland 
and the United Kingdom). 

For your local Amdahl office please 

access: 

www . am da h L co m/euro pe/o ff ices 

or email: 

Am da h I J n_Eu rope@a mda h I „ com 

South Africa 

Johannesburg 
Tel: +27 11467 0710 
Fax: +27 11467 0740 


CR: Channel 

CHP: Channel Processor 
CPU: Central Processing Unit 

HMC: Hardware Management ( 

HMCIF: HMC Interface Feature 

I OP: I/O Processor 


LI : Level 1 Cache 
L2: Level 2 Cache 

PS U : Processor Storage Unit 

SC: System Controller 

SOS: System Date Switch 

SVP: Service Processor 


Asia 

Amdahl Asia Services Sdn.Bhd 
Tel: +60 3 794 7233 
Fax: +60 3 794 9911 


Australia and New Zealand 

Amdahl Pacific Services Ply I td 
ACN 003 839 503 
Tel: +61 2 9561 9999 
Fax; +61 2 9561 9811 


'The number of CPUs installed Is model dependent Models CS& 35 E and C$ 545 E may come with CPU 0 -CPU 4 only. 

Amdahl and UTS are registered trademarks and Millennium, 
QuicfcAvaiiability, QuIckCapacity, QuickSwltch, 
QuickChannels, QutdoMempiy, Multiple Domain Feature, 
ConServ, and Amdahl Coupling Control Code are trademarks 
of Amdahl Corporation. S/3'90 is a registered trademark 
and Parallel Sysplex is & trademark of IBM Corporation. All 
other trademarks and product names are property of their 
respective owners. 


The information in this document may be superseded by 
subsequent documents. For details regarding delivery of 
specific products, features, and services, contact your local 
Amdahl representative, 
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